
3.	 Place two 3/4 inch flat washers onto each 
3/4 inch x 2 inch hex bolt, then install bolts 
from inside vehicle rails through the rear 
hole in the brackets, as shown at location 3 
in photo 8312.

PHOTO NO. 8312

	 Thread a 3/4 inch lock nut onto each bolt to 
secure the assembly.

4.	 On each side of the vehicle, insert a
	 1/2 inch x 1-1/2 inch hex bolt through holes 

in the frame and side bracket at location 4 
in photo 8307.

PHOTO NO. 8307

	 Place a bumper retainer onto the bolt 
and loosely secure the assembly with a

	 5/8 inch lock nut.

5.	 Reassemble the tow hooks to the vehicle 
through holes in the mount brackets, using 
the six bolts removed earlier.

PHOTO NO. 8308

6.	 Fasten the mount plates of the prong weld-
ment to holes in the mount brackets and 
cross tube weldment with eight 5/8 inch x

	 2 inch hex bolts and lock nuts.

PHOTO NO. 8296

	 Bottom edges of the prongs should measure 
about 10 inches above the ground. Ideally, 
the prongs should lift the plow frame slightly 
when driving into the plow.
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The following instructions are reprinted from the 
2005 Ford Super Duty owners manual. Follow 
these instructions when installing the mount kit 
headlight adapters.

a.	 Make sure that the headlamp control is in 
the OFF position and open the hood.

b.	 Remove the four screws from the top and 
bottom front of the headlamp assembly.

DWG NO. 5480

c.	 Press the retaining clip at the top of the 
headlamp assembly while pulling the as-
sembly straight out.

	 If removing the lamp is difficult, removing 
the four screws along the top of the grill will 
help provide more clearance.

d.	 Disconnect the electrical connector by 
squeezing the release tab and pushing the 
connector forward and then pulling it rear-
ward.

7.	 Remove two bolts from the inside lower 
edge of the bumper, shown at location 5 
in photo 8303, and install the trim retainer 
strap.

PHOTO NO. 8303

8.	 Complete installation of the underhood 
wiring harness and power cable assembly 
while the front bumper is removed from 
the truck. Refer to the snowplow operators 
manual for assembly instructions.

PHOTO NO. 8295

	 Wiring connector ends should be routed so 
they pass between the bumper and grill, as 
shown in photo 8295, after the bumper is 
reinstalled in step 9.
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9.	 Begin reinstallation of the front bumper by 
placing clip nuts from the blocker beam as-
sembly onto bumper retainers, as shown in 
photo 8298.

PHOTO NO. 8298

	 Carefully lift the bumper into position on the 
truck and reattach using original fasteners.

PHOTO NO. 8291

	 Reconnect fog lights and engine block heat-
er cord between the truck and the bumper.

	 Reach through bottom openings in the 
bumper to push plastic trim panel retainers 
into holes in the trim panel retainer strap, as 
shown in photo 8284.

PHOTO NO. 8284

10.	 Finally tighten all hardware to specified 
torques.
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